CONCRETE METER BODX WITH
CAST IRON READER UD

@ 8-3/4" MINIMUM; 11—3 /4" MAXIMUM é3/4" AND 17 METERS)
1-1/2" METER)

8—1/2" MINIMUM; 12—1/2" MAXIMUM

SIDEWAL
o | \ 6"
FELT STRIP
MTNIMUM / ISOLATION JOINT

CUSTOMER
SERVICE LINE
(1" OR 1-1/2")

MINIMUM DEPTH OF
SERVICE LINE IS 24°

_—

CUSTOMER SERVICE VALVE

CUSTOMER SERVICE LINE
(3/47)

NOTES:

\\MINIMUM

SEAMLESS, SCFT
ANNEALED COPFER

SERVICE LINE,
SIZE AS REQUIRED
1° (MIN)

ANGLE METER VALVE

1) METER TG BE PLUMB AND SET ON A HORIZONTAL PLANE.

2) METER TO BE CENTERED EACH WAY INSIDE METER BOX.

3) METER BOXES SET IN TRAFFIC AREAS SHALL HAVE TRAFFIC LIDS.
4) METER BOXES SET QUTSIDE OF PAVED AREAS SHALL BE PLACED

IN A &5 X 5 CONCRETE PAD.

5) WHEN PLACED IN SIDEWALK, MAINTAIN 8" MINIMUM CONCRETE

ARDUND THE METER BOX PERIMETER.
6) FOR 2° METERS SEE DETAIL NO. 30D6A

WATER MAIN

CORPORATION STOP

CITY OF CORVALLIS

ENGINEERING DIMSION
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